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MAST ARM

FIELD CUT END OF MAST ARM
IF 25" MAST ARM LENGTH IS
REQUIRED PROVIDE END CAP.

(4)- 34" — 10 UNC
TAPPED HOLES

4" DIA.
CENTER HOLE

634" DIA.
BOLT CIRCLE

SECTION A-A
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DESIGN INFORMATION

15°

15’

17 4\/4//

30’ THRU 65’
ARM POLE EXTENSION
AND CONNECTION DETAIL

30’ THRU 45’ DUAL ARM POLE
CONNECTION DETAIL

9. REFER TO STD DWG SL 1A FOR 50’

CENTER OF END SIGNAL HEAD 1’ FROM THE END OF MAST ARM.
INSTALLATIONS PROVIDE NO LESS THAN 8- Q"

FOR NON-TYPICAL

THRU 757

MINIMUM SPACING BETWEEN SIGNAL HEADS.

FOUNDATION REQUIREMENTS

ARM KEY DETAIL AND TYPICAL POLE BASE DETAIL.

STATE FURNISHED ITEMS

ITEM CONTENTS

MAST ARM SIGNAL POLE WITH MAST ARM SIGNAL POLE. CONNECTION BOLTS. PLASTIC
HARDWARE KIT HANDHOLE COVERS. POLE CAP. AND SCREWS
DUAL MAST ARM SIGNAL POLE WITH MAST ARM SIGNAL POLE. CONNECTION BOLTS. PLASTIC
HARDWARE KIT HANDHOLE COVERS. POLE CAP. AND SCREWS

MAST ARM. END CAP AND SCREWS. AND THRU BOLT (FOR
MAST ARM HARDWARE KIT R e
LUMINAIRE EXTENSION WITH HARDWARE| LUMINAIRE EXTENSION, CONNECTION BOLTS. WASHERS,
KIT AND NUTS
LUMINAIRE ARM QR VERTICAL LUMINATIRE ARM OR VERTICAL ATTACHMENT
ATTACHMENT

TO 40’

LUMINAIRE MOUNTING HEIGHT 30’

3.3 SF J;; - 3.3 SF MAX. 3.3 SF MAX.. ‘ 10’ OR 15’
65 LBS TYP : 65 LBS TYP 65 LBS TYP 0.D. 234" F
40" MAX 40’ , H“‘*’ '
, ! 40" MAX
15’ wo;I o 15" . Jo i? |
9’ 12 15’ 15'
, REE f—t ‘ | VERTICAL LUMINAIRE
’ U 3 ’ ‘ 3,1
3 . 3 S | 6TMIN | _— ATTACHMENT IN LIEU | 0.D. 2% 5
PO &® ® PO e®® @ o S i o o
|
35', 40'& 45’ 50'& 55’ 60’& 65’ CONNECTION=—] v CONNECTION —\! ]
MAST ARMS MAST ARMS MAST ARMS
VERTICAL LUMINAIRE
ATTACHMENT LUMINAIRE EXTENSION ‘ a
PROJE FOR CURVED MAST ARM o
DEVICE DESCRIPTION/SIZE AReA- (sF) |WEIGHT(LBS) POLES | -
® SIGNAL 12", 3-SECTION WITH BACK PLATE 8.7 55 | o
SIGN REGULATORY 24” x 30” 5.0 20 | L
© SIGN STREET NAME 16" x 96" (MAX) 10.7 43 | 2
| =
MAST ARM LENGTH 1 @
SEE STD DWG SL 2 | =
f“j?gff FOR MAST ARM DETAILS | o
e | ©
‘ N
L L ARM END CAP LUMINAIRE | =
| EXTENSION .
\ CONNECTION | ~
N \ \%_Aggﬁ
(7 11 |
Al oA NOTES: T]
"“‘*§§§f§§§ 1. SIGNAL POLE., MAST ARM, LUMINAIRE EXTENSION, AND RELATED HARDWARE ARE STATE ‘
ij INSTALL POLE CAP IF FURNISHED ITEMS. ARM
LUMINAIRE IS NOT CONNECTION
SPECIFIED. SEE STD 2. ALL STEEL MATERIALS INCLUDING ANCHOR BOLT THREADS ARE HOT-DIPPED GALVANIZED. \
DWG SL 1A FOR DETAILS. AVOID DAMAGING THE GALVANIZED FINISH OF MATERIALS DURING TRANSPORT AND |
PLACEMENT. |
SIGNAL——//,\ N
3. REFER TO STD DWG SL 4 FOR FOUNDATION DETAILS AND SL 1A FOR POLE BASE DETAIL. POLE 18k
] N
4. INSTALL SIGNAL POLE PLUMB. DO NOT RAKE THE SIGNAL POLE TO INCREASE SIGNAL HEAD Tl
; HANDHOLE WITH CLEARANCE. 1 1
—~ ~
o T — \ \\JPLASTIC COVER 5. TIGHTEN ANCHOR BOLT NUTS AND TORQUE TO 150 FT. LBS. \
U, - \ (4)- 34" = 10 UNC L, |
<4>5bf X 27 LONG CAP 6. PROVIDE 17— 6” MINIMUM CLEARANCE FROM BOTTOM OF SIGNAL HEAD ASSEMBLY TO THE |
€% ! SCREWS WITH LOCK FINISHED ROADWAY SURFACE. SIGNAL HEAD ASSEMBLY INCLUDES SIGNAL HEAD, BACK PLATE |
“%ﬁf \ WASHERS AND SIGNAL HEAD BRACKET. |
/ T
EN
- 7. PROVIDE SIGNAL HEAD BRACKET MOUNT FOR ATTACHING 3-SECTION, 4—-SECTION, AND POLE |
113" 5-SECTION SIGNAL HEADS TO MAST ARM. SEE STD DWG SL 2 FOR DETAILS. BASE il
8. FOLLOW DESIGN INFORMATION DETAIL FOR TYPICAL SIGNAL HEAD SPACING. LOCATE THE SEE STD DWG SL 4 FOR
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REVISIONS

ENTIRE DRAWING MODIFIED.
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